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Sl. Tender Reference 
Number , with Clause 

and Page Number 

Extract of Clause Queries/Clarification MNREDA’s Response 

1 MNREDA/1937/HMS2/2024-
25/11, Invitation of Bidders 
, Page no. 5, Clause 4.0   

A Bidder can submit the 
tender consisting of all the 
proposed sites in the 
tendering process, individually 
as a Bidder, Joint 
Venture/Consortium are not 
permitted. 

 Accordingly, the clause stands 
revised and shall now be read as 
follows: 

“ A Joint Venture should be a 
company incorporated under the 
Companies Act. (Shareholders can 
be a combination of companies/ 
LLPs/ partnership firms/ 
Proprietorships (individuals)). The 
person with the maximum 
shareholding should be designated 
as the leader. In case of equal share 
holding, the JV members shall 
nominate one of the members as the 
leader. The firm should be in the 
business form last 3 financial years” 

2. MNREDA/1937/HMS2/2024-
25/11, Invitation of Bidders 
, Page no. 5, Clause 4.0   

Joint Venture/ Consortium - 
Not allowed 

3. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No.9, 
Clause 3.2 - Consortium 
 

Bidding Consortium/Joint 
Venture shall not be allowed 
in this bid. 

4. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No. 16, 
3.19, Trading License 
 

The Contractor acknowledges 
that such Trading License has 
to be submitted before the 
start of work and is required 
under: 3.19.1 The United 
Khasi-Jaintia Hills District 
(Trading by Non-Tribals) 
Regulation, 1954; and 3.19.2 
The Garo Hills District (Trading 
by Non-Tribals) Regulation, 
1957; framed under the Sixth 
Schedule to the Constitution 

 Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“ The Contractor acknowledges that 
submission of the Trading License is 
a mandatory prerequisite at the 
time of bid submission and forms 
part of the qualification criteria, 
3.19.1 The United Khasi-Jaintia Hills 
District (Trading by Non-Tribals) 
Regulation, 1954;framed under the 
Sixth Schedule to the Constitution of 
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of India, mandating that all 
non-tribal vendors must 
possess a valid Trading License 
to lawfully conduct trading 
and execute works within the 
respective jurisdictions of the 
ADCs. 3.19.3 The Contractor 
expressly recognizes that non-
compliance would place 
MNREDA in a legal bind; strict 
adherence is therefore 
fundamental.   • For works to 
be executed within the 
jurisdiction of the Khasi Hills 
Autonomous District Council 
(KHADC), bidders shall submit 
a valid Trading License issued 
exclusively by the Khasi Hills 
Autonomous District Council. • 
For works to be executed 
within the jurisdiction of the 
Jaintia Hills Autonomous 
District Council (JHADC), 
bidders shall submit a valid 
Trading License issued 
exclusively by the Jaintia Hills 
Autonomous District Council. • 
For works to be executed 
within the jurisdiction of the 
Garo Hills Autonomous District 
Council (GHADC), bidders shall 

India, mandating that all non-tribal 
vendors must possess a valid 
Trading License to lawfully conduct 
trading and execute works within 
the respective jurisdictions of the 
ADCs. 3.19.2 The Contractor 
expressly recognizes that non-
compliance would place MNREDA in 
a legal bind; strict adherence is 
therefore fundamental.   • For works 
to be executed within the 
jurisdiction of the Khasi Hills 
Autonomous District Council 
(KHADC), bidders shall submit a 
valid Trading License issued 
exclusively by the Khasi Hills 
Autonomous District Council. “ 
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submit a valid Trading License 
issued exclusively by the Garo 
Hills Autonomous District 
Council. 

5. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No. 9, 3.3, 
Eligibility Criteria,3.3.1, 
General Eligibility Criteria. 
 

b)  The bidder should have 
valid GST registration 
certificate. Copy to be 
furnished along with the bid. 

 Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“(b)  The bidder should have valid  
GST Registration Certificate of the 
State of Meghalaya. Copy to be 
furnished along with the bid.” 

6. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No. 9, 3.3, 
Eligibility Criteria,3.3.3, 
Financial Eligibility Criteria. 
 

(b) The bidder should have 
valid GST registration 
certificate. (c) The bidder shall 
possess a valid GST 
Registration and must have 
regularly filed GST returns for 
the last six (6) months 
preceding the date of issuance 
of the tender. Documentary 
proof, including the GST 
Registration Certificate and 
copies of the relevant GST 
returns, shall be submitted 
along with the bid, failing 
which the bid shall be treated 
as non-responsive. 

 Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“(b) The bidder should have valid 
GST Registration Certificate of the 
State of Meghalaya. (c) The bidder 
shall possess valid GST Registration 
of the State of Meghalaya and must 
have regularly filed GST returns for 
the last six (6) months preceding the 
date of issuance of the tender. 
Documentary proof, including the 
valid  GST Registration Certificate of 
the State of Meghalaya and copies 
of the relevant GST returns, shall be 
submitted along with the bid, failing 
which the bid shall be treated as 
non-responsive.” 

7. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 

k) Copy of GST Registration 
Certificate 

 Accordingly, the clause stands 
revised and shall now be read as 
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Details and Instructions to 
the Bidders, Page No. 12, 
3.8- Bidding Process,3.8.1, 
Offline Bid for Submission of 
Hardcopies. B. ENVELOPE-II: 
TECHNO-COMMERCIAL 
DOCUMENTS 
 

follows: 
“k) Copy have valid GST Registration 
Certificate of the State of 
Meghalaya” 

8.  Nit Number NIT Number Discrepancy : The Notice 
Inviting Tender Mentions NIT No. 
MNREDA/1937/HMS2/2024-25/11 dated 
05.06.2026, whereas the Bid Information 
sheet refers to NIT No. 
MNREDA/1937/HMS2/2024-25/8 dated 
03.06 2026. 

It is hereby clarified that the correct 
Notice Inviting Tender (NIT) number 
is MNREDA/1937/HMS2/2024-25/11 
dated 05.06.2026. Any reference to 
NIT No. MNREDA/1937/HMS2/2024-
25/8 dated 03.06.2026 in the Bid 
Information Sheet shall be treated as 
inadvertent and stands superseded 
by the aforementioned correct NIT 
number. 

9.  EMD Exemption for MSME Kindly clarify whether EMD 
exemption applies only to MSMEs 
registered in Meghalaya or whether 
MSME bidders from other States are also 
eligible for exemption as per Government 
procurement policies. 

EMD Exemption will be given on 
submission of Valid UDYAM 
Certificate registered for Electrical 
Systems/Solar Sector  during the bid 
submission. 

10. MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No. 9, 3.3, 
Eligibility Criteria,3.3.1, 
General Eligibility Criteria. 
 

Service Centre Requirement 
in Ri-Bhoi District 

The tender requires bidders to have a 
service centre in Ri-Bhoi District before 
the start of bid submission and submit 
details on notarized stamp paper. Since 
the contract has not yet been awarded, 
establishing a service centre before award 
may not be commercially feasible for 

The bidder is required to have an 
operational service centre within Ri-
Bhoi District prior to the start date 
of bid submission, along with 
submission of documentary proof on 
notarized stamp paper. This 
condition is essential to ensure 
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participating bidders. We request that 
bidders be permitted to furnish an 
undertaking to establish a service centre 
within 15–30 days from the date of award 
of work. 

timely execution, quality installation, 
and effective operation & 
maintenance services. 
In this regard: 

 Submission of an 
undertaking in lieu of an 
existing service centre shall 
not be accepted. 

 Any bid submitted without 
fulfilling this requirement 
and without providing valid 
notarized proof shall be 
treated as non-responsive. 

 Such non-compliant bids will 
be liable for rejection 
without further 
consideration. 

This requirement is stipulated in the 
interest of ensuring adequate local 
presence, faster response time for 
maintenance, and overall project 
reliability. 

11.  Minimum Average Annual 
Turnover (MAAT) 

The tender specifies MAAT for FY 2023-
24, FY 2024-25 and FY 2025-26. 
Since FY 2025-26 has recently concluded 
and audited financial statements may not 
yet be finalised, we request 
clarification on whether: 
a) Provisional financial statement and 
Turnover certificate certified by a 
Chartered Accountant along with UDIN 

As per Tender Documents. 

Bidders are advised to submit the 
provisional documents for the FY 
2025-26 in absence of the audited 
financial statements of FY 2025-26. 
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shall be accepted; or 
b) Audited financial statements for FY 
2022-23, FY 2023-24 and FY 2024-25 may 
be considered. 

12.  Quantity of Solar High Mast 
Lights 

The tender document does not clearly 
specify the total quantity of Solar High 
Mast Lights to be supplied and 
installed. Kindly provide the total quantity 
proposed under this tender to enable 
bidders to quote the most competitive 
and accurate prices. 

With reference to the query 
regarding the total quantity of Solar 
High Mast Street Lights, it is hereby 
clarified that the exact locations of 
installation and the corresponding 
number of Solar High Mast Street 
Lights shall be intimated to the 
successful bidder only after the 
award of work. 
For the purpose of this tender, 
bidders are required to submit their 
proposals in accordance with the 
scope, specifications, and conditions 
outlined in the tender document. 
The final deployment plan, including 
site-wise allocation and quantities, 
shall be determined by the 
Competent Authority based on 
project requirements and shall be 
communicated to the selected 
bidder at the time of work 
execution. 
It is further clarified that such 
determination of locations and 
quantities post-award shall be 
binding on the bidder, and no claim, 
whatsoever, on account of variation 
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in quantity or site allocation shall be 
entertained, except as may be 
provided under the terms and 
conditions of the contract. 
Accordingly, bidders are advised to 
factor in all relevant aspects while 
preparing their bids and ensure 
compliance with the tender 
provisions. 

13.  Pole and Foundation 
Drawings 

Kindly provide detailed pole drawings, 
foundation drawings and foundation bolt 
details so that bidders can accurately 
assess the scope and quote accordingly. 

With reference to the queries raised 
regarding the provision of pole 
drawings, foundation drawings, 
foundation bolt details, and the 
submission of test reports, it is 
hereby clarified that bidders shall be 
required to prepare and submit 
complete and detailed engineering 
drawings for the pole structure, 
foundation design, and foundation 
bolt arrangements. All such 
submissions must be strictly in 
conformity with the technical 
specifications, standards, and design 
parameters stipulated in the tender 
document. The responsibility for 
ensuring correctness, adequacy, and 
compliance of these designs shall 
rest entirely with the bidder. 
Further, all drawings and associated 
design documents must be duly 
designed, vetted, and certified by a 
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qualified Chartered Engineer. The 
submission shall be supported by 
comprehensive design calculations, 
including but not limited to structural 
design analysis, load calculations, 
wind load considerations, and overall 
stability assessment, ensuring that 
the proposed system meets safety 
and performance requirements. 

14.  Pole Test Reports The tender requires submission of NABL 
test reports/certificates for High 
Mast/Octagonal Poles, Base Plates and 
Foundation Bolts. Generally, NABL 
laboratories do not issue test reports for 
complete pole assemblies. Therefore, we 
request that structural design 
calculations, wind load calculations and 
stability certificates certified by a 
Chartered Engineer be accepted instead 
of such test reports. 

With respect to the requirement of 
NABL test reports, it is clarified that 
in view of practical constraints 
associated with testing of complete 
pole assemblies, the bidder shall 
submit properly documented 
engineering design calculations, 
structural analysis reports, wind load 
calculations, and stability certificates, 
all certified by a Chartered Engineer. 
Such submissions shall be treated as 
acceptable for the purpose of 
technical evaluation, subject to 
compliance with the prescribed 
specifications. 
All submitted documents, drawings, 
and certifications shall be subject to 
detailed scrutiny and evaluation by 
the designated Technical Evaluation 
Committee/Competent Authority. 
The decision of the authority in 
determining the adequacy, 
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compliance, and acceptability of the 
submitted documents shall be final 
and binding on all bidders. 
It is further clarified that submission 
of incomplete, non-compliant, or 
uncertified drawings and documents 
shall render the bid non-responsive, 
and such bids shall be liable for 
rejection without further 
consideration, in accordance with 
the provisions of the tender. 

15.  Solar Charge Controller 
Voltage Rating 

As per Clause 10.6 (Page 31), the charge 
controller rating is specified as 24V, 20–
30A. 
However, the specified system 
components indicate: 

 Solar Module: 165 Wp 
 Battery: 12.8V, 42Ah 
 LED Luminaire: 40W, 12V 

Since the complete system configuration 
appears to be based on a 12V 
architecture, we request 
confirmation that the charge controller 
rating should be 12V instead of 24V. 

It is hereby clarified that, under 
Clause 10.6, the solar charge 
controller rating shall be considered 
as 12V, 20–30A instead of 24V, 20–
30A. 
This amendment is in line with the 
overall 12V system configuration 
specified in the tender documents. 
Any reference to 24V elsewhere in 
the document shall be treated as 
superseded by this clarification. 
 

16.  Solar Module Capacity 
Requirement 

Page 29 specifies that solar crystalline 
modules shall be of a minimum 250 Wp 
capacity. However, the system 
configuration elsewhere specifies a solar 
module capacity of approximately 165 Wp 
for each Solar High Mast unit. The 
requirement of a minimum of 250 Wp 

Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“The total solar PV array capacity 
should not be less than allocated 
capacity (kWp) and should comprise 
of solar crystalline modules of 
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modules appears inconsistent with the 
system design. Kindly clarify the 
applicable module wattage requirement. 

minimum 165 Wp and above 
wattage. Module capacity less than 
minimum 165 watts shall not be 
accepted. ” 
 
It is hereby further clarified that, 
pursuant to this amendment, the  
solar crystalline modules of 
minimum capacity for the purpose 
of this tender shall be strictly 
considered as 165 Wp only. 
 
Any reference to a different Rated  
solar crystalline modules of 
minimum capacity appearing 
elsewhere in the tender document, 
specifications, drawings, or 
associated documents shall be 
deemed to be superseded by this 
amendment and shall not be taken 
into consideration for bid 
preparation, evaluation, or 
execution. 
All bidders are hereby advised to 
ensure strict compliance with the 
above revised specification while 
submitting their bids. 

17. MNREDA/1937/HMS2/2024-
25/11, Part-V, Technical 
Specification, Page No. 30, 
10.4 LED Luminaire. 

LED LUNIAIRE Rated Power: 30W–50W Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“Rated Power :  50 W” 
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It is hereby further clarified that, 
pursuant to this amendment, the 
Rated POWER for LED LUMINAIRE 
for the purpose of this tender shall 
be strictly considered as 50 W only. 
 
Any reference to a different Rated 
POWER for LED LUMINAIRE 
appearing elsewhere in the tender 
document, specifications, drawings, 
or associated documents shall be 
deemed to be superseded by this 
amendment and shall not be taken 
into consideration for bid 
preparation, evaluation, or 
execution. 
All bidders are hereby advised to 
ensure strict compliance with the 
above revised specification while 
submitting their bids. 

18. MNREDA/1937/HMS2/2024-
25/11, Part-V, Technical 
Specification, Page No. 30, 
10.7 Pole and Mounting 
Structure 

POLE and MOUNTING 
STRUCTURE 

Height: 8–9 meters Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“Height: 9 meters” 
 
It is hereby further clarified that, 
pursuant to this amendment, the 
height of the pole for the purpose of 
this tender shall be strictly 
considered as 9 meters only. 
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Any reference to a different pole 
height appearing elsewhere in the 
tender document, specifications, 
drawings, or associated documents 
shall be deemed to be superseded by 
this amendment and shall not be 
taken into consideration for bid 
preparation, evaluation, or 
execution. 
All bidders are hereby advised to 
ensure strict compliance with the 
above revised specification while 
submitting their bids. 

19 MNREDA/1937/HMS2/2024-
25/11, A. Introduction, Bid 
Details and Instructions to 
the Bidders, Page No. 10, 
3.3, Eligibility Criteria,3.3.2, 
Technical Eligibility Criteria. 

(a) The bidders should have 
technical experience in 
design, supply, installation 
& commissioning of similar 
work and should fulfill 
either of the following 
criteria:- 
Experience of having 
successfully completed 
similar works during last 7 
years ending last day of the 
month previous to the one 
in which applications are 
invited should be either of 
the following: 

a. Three similar completed 
works costing not less than 
the amount equal to INR 

 Accordingly, the clause stands 
revised and shall now be read as 
follows: 
“The bidder should have technical 
experience in design, Supply, 
installation & commissioning of 
Similar work and should full fill 
either of the following criteria ; 
Experience of having successfully 
completed similar work during last 7 
years ending last date of the month 
previous to the one in which 
applications are invited should be 
either of the following  
Three similar solar nature of works 
costing not less than the amount 
equal to INR 1,20,00,000. 
or 
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1,59,88,896 with 
cumulative installation of at 
least 250 nos. of Solar High 
Mast Street Lights. 
 

OR 
 

b. Two similar completed 
works costing not less than 
the amount equal to INR 
1,99,86,120 with 
cumulative installation of at 
least 250 nos. of Solar High 
Mast Street Lights. 
 

OR 
 

c. One similar completed 
work costing not less than 
the amount equal to INR 
3,19,77,792 with 
installation of at least 250 
nos. of Solar High Mast 
Street Lights. 
 
The Bidder should enclose 
the project completion 
report duly signed by the 
Government authority not 
later than the date of 
issuance of this tender 

Two similar solar nature of works 
costing not less than the amount 
equal to INR 1,60,00,000. 
0r 
One similar solar nature of works 
costing not less than the amount 
equal to INR 2,00,00,000. 
The bidder should enclose the 
project completion report duly 
signed by the Government authority 
not later the date of issuance of this 
tender document as proof of 
technical eligibility. In the Absence 
of the same the bid shall be treated 
as non responsive. 
 
Note:  
The work order and work 
completion report in support of 
technical eligibility criteria furnished 
by any private organization shall not 
be considered for evaluation. 
Government organization means 
any entity which is either directly 
controlled by the central or state 
government or its under the 
administrative control of the central 
or state government or a central or 
state sector Enterprises (CPSE) 
central public sector undertaking 
(CPSU) /State PSU etc 
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document as proof of 
technical eligibility. In 
absence of the same, the 
bid shall be treated as non-
responsive. 
 
Note:   

(a) The work order & work 
completion report in 
support of technical 
eligibility criteria furnished 
by any private organization 
shall not be considered for 
evaluation. 

(b) Government Organization 
means any entity which is 
either directly controlled by 
the Central or State 
Government or is under the 
administrative control of 
Central or State 
Government or   a   Central   
Public   Sector   Enterprise   
(CPSE)/   Central   Public   
Sector   Undertaking 
(CPSU)/State PSU  etc. 

(c) Subcontractor experience 
shall not be considered for 
evaluation.   

 

Sub contractor experience shall not 
be considered for evaluation.” 

20 MNREDA/1937/HMS2/2024- POLE AND MOUNTING 

STRUCTURE 
 Accordingly, the clause stands 
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25/11, Part-V, Technical 
Specification, Page No. 30, 
10.7 Pole and Mounting 
Structure 

 

The pole shall provide structural 

support to all system 

components and withstand 

environmental loads. 

Features: 

 Type: Octagonal / polygonal 

pole 

 Height: 8–9 meters 

 Material: 

o High tensile steel (IS 2062 / 

S355 grade) 

 Structural design: 

o Tapered structure improves 

wind resistance 

o Longitudinal welding for 

strength 

 Galvanization: 

o Hot dip galvanized as per 

BS EN ISO 1461 / IS 

standards 

 Foundation: 

o RCC foundation with 

anchor bolts 

revised and shall now be read as 
follows: 
“ The pole shall provide structural 

support to all system components 

including luminaires, solar panels, 

and associated equipment, and shall 

be designed to withstand all 

applicable environmental loads. 

Pole Specification 

Type & Configuration 

The pole shall be an octagonal, 

tapered steel pole with an 

integrated double-arm (symmetrical 

Y-type) mounting structure at the 

top. The arrangement shall be 

designed to support LED luminaires 

along with a solar panel mounting 

structure, ensuring balanced loading 

and structural stability. 

Height 

The pole height shall be 9 meters 

above finished ground level (AGL). 

Material 

The pole shall be manufactured 
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from high tensile steel conforming 

to IS 2062 / S355 grade. 

Structural Design 

 The pole shall have a 

tapered octagonal cross-

section, manufactured using 

longitudinal welding for 

strength and durability. 

 The top outer diameter (OD) 

shall be approximately 70 

mm and bottom OD 

approximately 130 mm, 

ensuring adequate 

structural performance. 

 The pole shall incorporate 

sectional connections using 

couplers (approx. Ø88 mm 

and Ø104 mm) for proper 

assembly and structural 

continuity.  

 The top of the pole shall 

include a rigidly fixed 

double-arm mounting 

structure integrated with a 



Prebid Queries as Tender No MNREDA/1937/HMS2/2024-25/11 
 

Clarification/Corrigendum/Addendum 
 

Page 17 of 20 
 

solar panel support frame. 

 The solar panel mounting 

structure shall be designed 

with an inclination of 

approximately 15° for 

optimal performance. 

 The double-arm 

arrangement shall ensure 

symmetrical load 

distribution, minimize 

torsional stresses, and 

enhance stability under wind 

and operational conditions. 

 Adequate reinforcement and 

stiffening shall be provided 

at the junction of the pole 

and mounting arms to safely 

support luminaires and solar 

panels. 

 The pole shall include 

provision for internal cable 

routing with suitable wire 

entry/exit openings 

(junction box provision). 
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Pole Base & Anchorage 

 The pole shall be of base 

plate mounted type, with a 

welded base plate of size 

approximately 300 mm × 

300 mm × 16 mm thickness. 

 The base plate shall be 

provided with holes for 

fixing anchor bolts and shall 

be designed to ensure 

uniform load transfer. 

 The pole shall be anchored 

to the foundation using 4 

numbers of M16 × 650 mm 

long foundation bolts (J-

bolts) complete with nuts 

and washers. 

 Suitable grouting shall be 

carried out between the 

base plate and foundation 

to ensure proper seating and 

load distribution. 

Galvanization 

The pole, cross arms, and all 
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structural components shall be hot 

dip galvanized in accordance with 

BS EN ISO 1461 / relevant IS 

standards to ensure long-term 

corrosion resistance. 

Foundation 

 The pole shall be installed on 

a reinforced cement 

concrete (RCC) foundation of 

size approximately 450 mm 

× 450 mm × 1200 mm depth 

below finished ground level. 

 The concrete shall be of 

minimum grade M20.  

 Reinforcement shall consist 

of:  

o 6 numbers vertical 

bars of 10 mm 

diameter 

o 6 mm diameter 

stirrups (7–8 rings) 

 The foundation shall be 

designed to safely resist 
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                    Sd/- 
Director, MNREDA 

dead load, wind load, and 

equipment load, ensuring 

stability against 

overturning, uplift, and 

lateral forces. 

 Anchor bolts shall be 

embedded accurately within 

the foundation to match the 

base plate configuration.” 


